


Xerox SquareFoldTrimmer Module

Power Requirements
$100 - 240 VAC

$60/50 Hz

$ KVA Rating: 0.1 KVA

Dimensions

42 in. (1,066.3 mm) Width
28.5in. (723.9 mm) Depth
22 in. (558.8 mm) Height

Weight
$209 Ib (95 kg)

Paper Types

T Coated and uncoated

Paper Weights
Xero® Versant™ 2100 Press
I OE %RQG #*
(52 — 350 gsm)
Xero® D Series Copier/Printer and

Xero® D Series Printer

£ 18 Ib Bond — 110 Ib Cover
(64 — 300 gsm)

Xero® Color C75/J75Presses

£ 18 Ib Bond — 110 Ib Cover
(64 — 300 gsm)

Xero® Color C60/C70 Printer
£ 18 Ib Bond — 110 Ib Cover

(64 — 300 gsm)
Paper Size (min/max)

$8.5x 11 in. SEF
(216 x 279 mm) — minimum

$13x18in.
(330 x 457 mm) — maximum

Trim Capacity (min/max)

$5 — 20 sheet (up to 80 imaged sides)
booklet at 24 Ib (90 gsm)

15 — 25 sheet (up to 100 imaged sides)
booklet at 20 Ib (80 gsm)

Cut Amount

2 — 20 mm, adjustable in
0.1 mm increments

XeroX¥’ Versant™ 2100 Press

Note: The XerdxSquareFold Trimmer Module requires the Booklet Maker Finisher and can be used with any

of the print servers for the XefoX¥ersant™ 2100 Press.

Xero¥ D Series Copier/Printer

XeroX® D Series Printer

Note: The XeréxSquareFold Trimmer Module requires the Booklet Maker Finisher and can be used with any
of the print servers for the Xefok Series Copier/Printer or XérxSeries Printer.
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Xerox¥’ Color C75 Press Xerox Color J75 Press

Note: The XeréxSquareFold Trimmer Module requires the Booklet Maker Finisher and can be used with any

of the print servers for the Xefo&olor C75/J75 Presses.

Xerox¥’ Color C60/C70 Printer

Note: The XeréxSquareFold Trimmer Module
requires the Booklet Maker Finisher and can be
used with any of the print servers for the

Xero® Color C60/C70 Printer.

Contact your Xerox representative for details and to nd out more about our nishing options.
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